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BOware Preferences

[~
‘ Communications
¥ Device Types
l_—“ Select device type:  (3) USB devices only
Communications () Serial devices only
{3 USE and serial devices

=4
Flotting ¥ Serial Ports

—l

Lré Serial port(s) ta use:
Data Assistants port(s)
¥  Device Speeds
Display Serial port speed:
{uncheck if using ethernet to serial adapters or ather slow parts)
USE logger readout: Fask readout enabled
Warnings
¥ Other Options
Close the status window on lagger disconnect or communication error
Mate: Status window opened from launch is always closed
|
Setup Assistant I [ Restore Defaults ] [ Cancel ] [ Ok ]

(2 Takes effect on next plotted File

BOware Preferences
ke .
Display
¥ Default Unit System
l—_“ Unit Syskem: |US w1
Communications Indicates default unit system when creating new plots and checking logger status.,

¥ Date/Time

Plotting ‘ear Format: |[Releaiced v

1 Time Format: | 24-Hour v

Llé MNate: Changing the ear or time formats will result in
all plats being redrawn, which can take several seconds,

i

|

Data Assistants
Additional date and time Format information is

specified by the operating system,
Ta changs the defalt language and Formatting,

go to Regional Control Panel settings,

L

Display

VA AN

Warnings

v
Setup Assistant ][ Restore Defaults ][ Cancel ][ Ok ]

(&) Takes effect on next plotted File




(OBOware Preferences

S
TG General
EAoA
General Y
¥ Launch Time-Saving Options
l—_“ When launching: |Show launch screen Mote: When launch is initiated, the
launch window will be shown and filed
Communications Fill launch window with contents of: | Current logger w | with the contents of the current logger
and will default to the previous launch
Default launch bype: | Previous launch type bype.
E:J
Plotting ¥ Readout Time-Saving Options
= ‘When saving datafile: | Shaw save dialog i
wh lotting: | Shaow plat set v
Data Assistants =N plotting 1w plot s=tup
Ask ko stop logging before reading out a running logger
—J
Display ¥ Open File Time-Saving Options
‘When opening a datafilz: | Show plak setup w
Warnings ¥ Export Settings
Export table data column separator: |Comma () W
Date and time Format: Separate inta bwo columns
Include in column header: Logger serial number
[[] sensar serial number (i available)
b ¥ Selecting Devices b
© Takes effect on next platted file Setup Assistant ] [ Restore Defaults ] [ Cancel ] [ oK ]
OBOware Preferences
S
I General
FASS
G I i i A
e ¥ Selecting Devices
| ©On any device operation (Launch, Readout, Status, Stop):
i (%) Shaw Seleck Device windaw (1 Only show Seleck Device windaw
Communications if bwo or more devices are found, if a device has not been selected.
even if one is already selected.
N4
_ o
Plotting File Associations
Click buttons to change file  Hopo File bypes
T bype associations:
Llé DTF file bype
Data Assistants
¥ Startu
= ’
Display Shaw splash screen on starkup
Check for HOBOware updates: |Mever (manual checks only)
‘When checking for HOBOware updates:
Warnings (%) Notify me of new HOEOware add-on components and updates to my installed components
() Motify me of updates to my installed companents anly
¥ Data Verification
[] Enable Secure Made
| InSecure Made, HOBOware will add a digital signature
v to saved datafiles upon readout (indicated by .hsec or .dsec extension). “
i Takes effect on next platted file Setup Assistant ] [ Restare Defaulks ] [ Cancel ] [ kK ]




OBOware Preferences @

P :
[ Plotting
¢y h
[
General i
¥ Fonts
&lj/_-_l‘ Font Size For Plots; |9 [
C ications
- ¥ Layout
= -
Show the detals pane when plotting data
Plotting
Shaw the paints table when platting data o
—l
— A%tants ¥ Points Table & Details Pane
Use sensar Location (if available) in paints kable and details pane &
‘When selected value in table is out of plot range, drag series to that valus
Display (Will not drag ather seties in plot)
i,
L ¥ Gridlines
Weanings [] Enable horizantal gridlines when plotting data &
Enable vertical gridines when platting data
¥  Plot Setup
Automatically select all data series for plotting
lly sel Il d far pl
o Automatically select internal events for plotting {e.g. Button Up(Dawn, Host Connected, EQF) i
) Takes effect on next platted file Setup Assistant I [ Restore Defauks ] [ Cancel ] [ QK ]

OBOware Preferences @

P :
[ Plotting
General ~
¥ Points Table & Details Pane
I__/| Use sensor Location (if available) in points table and details pane &
Communications ‘When selected value in table is out of plot range, drag series to that value
{Will nat drag ather series in plot)
[/
v e
Plotting Gridlines
— [[] Enable horizontal aridiines when platting data @
Enable vertical gridines when plotting data &
Data Assistants
¥ Plot Setup
pisplay [] Automatically select all data series for plotting
2 Automatically select internal events Far platting {e.g. Button Up/Down, Host Connected, EOF)
Warnings ¥ other Options
[] Mark all paints when platting data &
[] Label the time axis
‘When plotting multiple series of the same unit bype: &
(3) Usz the same color For each series () Use a different color for each series
{each series has 3 unique line style) {valuz-axis color will not match all series)
» |
) Takes effect on next platted file Setup Assistant I [ Restore Defauks ] [ Cancel ] [ QK ]




OBOware Preferences

-~ .
o Warnings
O h
[
General ¥ Warnings Before the Launch Screen b
L
- Prompt me if:
Communications
| The loager is waiting For a delayed star
[v] The | is waiting for a delayed start
E: i The logger is waiting for a triggered start
Plotting The logger is currently logging
—1 The logger needs to be readout{USB Devices only)
Data Assistants .
¥ Warnings After the Launch Screen
[ Show Al
Display Prompt me if:
The Temperature channel is disabled but required to log Pressurs
o
Z ! N\ The Temperature channel is disabled but required ta log Relative Humidity
Warnings
The specified delay time is in the past
The lagging interval specified is koo small For the TRMS modulz
The Battery channel is disabled but recommended when using excitation power
The lagger's battery pawer is oo low to pravide excitation ko external sensors
The Battery channel is enabled but will not log data without other sensors attached
i | |
) Takes effect on next platted file Setup Assistant I [ Restore Defauks ] [ Cancel ] [ QK ]




Status

rDevice Details

~Device Identification

Battery Level:

T g 100 %

X

E
Memary Used: TOOMAANMAMNMNM 18 %
y I Davice: HOBC 1U9-002 Light ON/OFF / h
Current Status: Launched, Logain
Manufacturer: Onset Computer » -099Ig
Corporation Last Launched: 06/22/2008 08:53:02 GMT-04:00
Description: Deployment Mumber: 15
Serial Mumber: Logging Interval: Oh Om 1s
Firmware Yersion: 1.0.1 Current States: Button Up
~Current Readings
= L Screen Refresh Interval: 0.5 sec
NMumber Measurement Value Units A
1 Loager's Battery Valkage 2.99
2 Light Sensar Light Cn MIA "
< ¥
Plot Setup rg|
Description:
Select Series ko Plaok
Series  Measurement Units ™
2 Light Sensor 3
Select Internal Logger Events to Plat
Event Event Type Units ™
1 Butkon Down
2 Button Up
3 Host Connected
4 Shopped
5 End OF File 3
OFfset From GMT (+)- 13.0 hours, 0 = GMT] -4
P Data Assistants
[ Cancel ] [ Plot |




Light Off

LA
A A

Dantfzone o sn1fzo0e oejotizo0

o3jutfzo0s 07012008
0301/2008 00:00:00 GMT-04:00 07/01/2008 00:00:00 GMT-000

Ready.

=Rl

Dev: HOBO 1U9-002 Light ONJOFF. | 1 device cannected




